
+ OEM customized production according to your requirements.
+ Standardized products and services according to our own brand.

Good quality & Good service based on reasonable prices.

 
Fire Alarm Cable
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The�cable�is�exposed�for�15�minutes�to�flame�at�650°C�
and�for�additional�15�minutes�to�fire�and�water�spray.

The�cable�is�exposed�to�fire�at�the�950°C�for�180�minutes.

The�cable�is�mounted�on�a�vertical�panel�and�shocked�with�
a�steel�bar�for�15�minutes�while�submitted
to�the�action�of�a�flame.

All�the�fire�resistant�test�are�carried�out�in�ZION�LAB

FIRE�RESISTANT�TEST

     



EN�50200�PH�15 Flame�exposure�for�15�min
EN�50200�PH�30 Flame�exposure�for�30�min
EN�50200�PH�60 Flame�exposure�for�60�min
EN�50200�PH�90 Flame�exposure�for�90�min
EN�50200�PH�120 Flame�exposure�for�120�min

This�test�is�carried�out�to�verify�the�circuit�integrity
of�cables�exposed�to�fire�at�830°C�and�mechanical�
shocks.

This�test�is�carried�out�to�verify�circuit�integrity�during�a�fire.�
The�cable�is�exposed�to�a�flame�at�830°C

and�mechanical�shocks�for�15�minutes�and�additional�15�minutes�to�
flame,�mechanical�shocks�and�water�spray.

All�the�fire�resistant�test�are�carried�out�in�ZION�LAB

FIRE�RESISTANT�TEST



This�test�is�carried�out�to�verify�circuit�integrity�even�du-
ring�a�fire.�A�sample�of�cable�is�held�on�a�flame�at�about�
750°C�for�a�period�of�minimum�90�min,�under�rated�
voltage.

This�test�is�carried�out�to�verify�circuit�integrity�during�a�fire.
The�cable�is�exposed�to�a�flame�at�930°C�and�mechanical�
shocks�for�60�minutes�and�additional�60�minutes�to�flame,�
mechanical�shocks�and�water�spray.

All�the�fire�resistant�test�are�carried�out�in�ZION�LAB

FIRE�RESISTANT�TEST



A�60�cm�long�sample�of�cable�is�vertically�fixed�with�two�
clamps�inside�a�small�cabin,�open�on�the�front.�The�cable�is�
subjected�to�the�action�of�a�flame�produced�by�a�calibrated�
Bunsen�burner.
The�application�time�of�the�flame�is�according�to�the�cable�
diameter�(60-480�seconds).�
At�the�end�of�the�test�the�burnt�portion�of�cable
must�not�be�50�mm�close�to�the�higher�clamp.

Samples�of�cables�3,5�m�long�in�quantities�required�by�standard
are�installed�on�a�ladder�inside�a�metallic�cabinet.�

They�are�subjected�to�the�action�of�a�flame�at�750°C�for�a�specific�
time�(20�or�40�minutes).�

Cables�must�not�burn�for�more�than�2,5�m.

All�the�fire�resistant�test�are�carried�out�in�ZION�LAB

FIRE�RESISTANT�TEST

FIRE�RESISTANT�TEST



  

FIRE�RESISTANT



The�scope�of�this�article
covers�the�installation�of
wiring�and�equipment�of�fire
alarm�systems�including�all
circuits�controlled�and
powered�by�the�fire�alarm
system.�These�include�fire
detection�and�alarm
notification,�guard’s�tour,
sprinkler�waterflow�and
sprinkler�supervisory
systems.�Circuits�controlled
and�powered�by�the�fire�alarm
system�include�circuits�for
the�control�of
buildingsystems�safety
functions,�elevator�capture,
elevator�shutdown,�door
release,�smoke�doors�and
damper�control,�fire�doors
and�damper�control�and�fan
shutdown.�Applicable�only
where�these�circuits�are
powered�by�and�controlled�by
the�fire�alarm�system.

•�Countdown�or�sequential�footage�
markings
•�New�labeling�system�on�boxes
•�Color�coded�boxes
•�Zone�and�room�markings

Fire Power Limited Cable:

Features: Article

Type�FPL,�FPLR,�FPLP

Our�Fire�Alarm�Cables�are�manufactured�in�a�wide�variety�of�gauge�sizes,�shielding
configurations�and�jacketing�materials�including�plenum,�riser�and�general�purpose.

  

 FIRE�RESISTANT



Power�Limited�Fire�Alarm�Cables

7110601 UL FPL 2x1.0mm2
7110602 UL FPL 2x1.5mm2
7110603 UL FPL 2x2.5mm2
7110604 UL FPL 3x1.0mm2
7110605 UL FPL 3x1.5mm2
7110606 UL FPL 3x2.5mm2
7110607 UL FPL 4x1.0mm2
7110608 UL FPL 4x1.5mm2
7110609 UL FPL 4x2.5mm2
7110621 UL FPLR 2x1.0mm2
7110622 UL FPLR 2x1.5mm2
7110623 UL FPLR 2x2.5mm2
7110624 UL FPLR 3x1.0mm2
7110625 UL FPLR 3x1.5mm2
7110626 UL FPLR 3x2.5mm2
7110627 UL FPLR 4x1.0mm2
7110628 UL FPLR 4x1.5mm2
7110629 UL FPLR 4x2.5mm2

Conductors:
Plain annealed copper wire, Solid
Insulation:
FPL-PVC FPLR-PVC

Outher Sheath:
FPL-PVC,�FPLR-PVC
Outer Sheath:
Red

Shield:
Aluminum/Mylar with Solid Tinned-Copper

-�UL 1424
- NEC Article 760
- NEC Article 725
- UL 1666
- ASTM D 1329
- NF C 32-020
- IRAM IAP
- EN 50266-2
- IEC 60332-1
- IEC 60332-3

POPULAR PACKAGING:

100M/Roll, 
200M/Wooden Spool, 
500M/Wooden Spool



Fire�Resistant�Cables

POPULAR PACKAGING:

100M/Roll, 
200M/Wooden Spool, 
500M/Wooden Spool

Conductors:

Insulation:

Plain annealed copper wire

Fire resistant silicone rubber
Shield:
PET Tape/Aluminum Foil for PH30
Fiber Glass Tape/Aluminum Foil for PH120
Coverage 100 % (Overlapping 20%) 
With Tinned Copper to BS 6360 Solid 0.80mm

Outer Sheath:

FR-LSZH (Red or White)

-�EN 50200:2015
- EN 61034-2:2005+A1:2013
- EN 60754-1:2014



Fire�Resistant�Cables

POPULAR PACKAGING:

100M/Roll, 
200M/Wooden Spool, 
500M/Wooden Spool

Conductors:

Insulation:

Plain annealed copper wire

Special mix silicon rubber
Shield:
PET Tape/Aluminum Foil for PH30
Fiber Glass Tape/Aluminum Foil for PH120
Coverage 100 % (Overlapping 20%) 
With Tinned Copper to BS 6360 Solid 0.80mm

Outer Sheath:

FR-LSZH (Red or White)

-�BS 6387:2013 Cat. C-W-Z
- IEC 60754-1:2014
- BS EN 61034-2:2005
- EN 50200:2015 (Class PH30/PH120)

7110501

7110502

7110503

7110504

7110505

7110506

7110507

7110508

7110509

7110551

7110552

7110553

7110554

7110555

7110556

7110557

7110558

7110559

BS 6387 PH30  2x1.0mm2
BS 6387 PH30  2x1.5mm2
BS 6387 PH30  2x2.5mm2
BS 6387 PH30  3x1.0mm2
BS 6387 PH30  3x1.5mm2
BS 6387 PH30  3x2.5mm2
BS 6387 PH30  4x1.0mm2
BS 6387 PH30  4x1.5mm2
BS 6387 PH30  4x2.5mm2
BS 6387 PH120  2x1.0mm2
BS 6387 PH120  2x1.5mm2
BS 6387 PH120  2x2.5mm2
BS 6387 PH120  3x1.0mm2
BS 6387 PH120  3x1.5mm2
BS 6387 PH120  3x2.5mm2
BS 6387 PH120  4x1.0mm2
BS 6387 PH120  4x1.5mm2
BS 6387 PH120  4x2.5mm2



PACKING 

Quality Professional Safety

Length�����:�100M,�200M,�300M,�500M�or�as�customer�need
Manner����:�Roll,�Plastic�Spool,�Wooden�Spool,�Carton,�Pallet.
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@Copy�right�2022�HANGZHOU�ZION�COMMUNICATION�CO.,LTD

For�more�information
������please�visit�us�at:

������www.zion-communication.com�

GLOBAL�MARKET

DELTA

EMAIL�:��luke@zion-communication.com
MOBILE:��+86�15868179479
ADD�:��NO.68,�HuaQiao�Road,�JinCheng�Street,�LinAn,�
ZheJiang,�China�311300
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